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Description of programs
FUNCTION HOW TO USE HOW TO DEACTIVATE WHAT IT DOES NOTES

MINUTE
MINDER

 

• ��Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the right icon.

• �Set the time using the < and > keys. 
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.
• �The display shows 00:00 if no time has been 

inserted, otherwise the display shows the 
current time.

• �After the set time has elapsed, 
a sound signal will sound. This 
signal will stops himself, but 
can be stopped immediately 
by pressing any button.

• �To stop the countdown, 
adjust the time to 0:00, same 
as the first setting.

This function activates an alarm that 
sounds for a few seconds when the set 
time expires. This function does not 
switch the oven off. During the process, 
the display shows the current time.

Allows you to use the oven as an minute minder. 
The timer functions regardless of whether the 
oven is switched on for baking.

COOKING
DURATION

 

• �Can only be set with an active cooking 
programme 18 .

• ����Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the icon COOKING 
DURATION.

• �Set the time using the < and > keys. 
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.
• �The display shows 00:00 if no cooking duration 

has been inserted, otherwise the display shows 
the time remaining.

• �When a cooking programme 
terminates, the oven 
switches off.

• �To modify cooking before 
the set time, proceed as 
when setting it up initially.

• �To cancel the cooking 
duration, reset the display 
to 00:00 or use ON/OFF 
button 

11 12 13 14 15

16 17 18 19

20

 11.

When the cooking time has finished, the 
oven automatically switches off and the 
alarm sounds for a few seconds.

When a cooking programme terminates, the 
oven switches off while the display shows END 
(the cooking programme icon remains on) until 
the On/Off button 

11 12 13 14 15

16 17 18 19

20

 11, the only functioning 
key, is pressed. When a cooking programme 
terminates, an alarm will sound.

END OF
COOKING 

 

• �Can only be set with an active cooking 
programme 18 .

• �Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the icon END OF COOKING.

• �Set the end of cooking time using  
the < and > keys.

• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.
• �The cooking duration is automatically 

calculated and displays.

• �At the set time, the oven 
switches itself off.

• �If you want to adjust the 
cooking time before it 
ends, proceed as when 
setting it initially.

• �To switch off the oven 
manually, set the time to 
00:00 or use the ON/OFF 

11 12 13 14 15

16 17 18 19

20

 11 button.

This function is usually used, for 
example, if the food must be cooked for 
45 minutes and must be ready at 12:30. 
Select the desired function, set the 
COOKING TIME to 45 minutes and the 
END OF THE COOKING time to 12:30. 
The oven switches itself on at 11:45, 
at the end of the set cooking time the 
oven switches off automatically and an 
acoustic signal sounds.

When a cooking programme terminates, the 
oven switches off while the display shows END 
(the cooking programme icon remains on) until 
the On/Off button 

11 12 13 14 15

16 17 18 19

20

 11, the only functioning 
key, is pressed. When a cooking programme 
terminates, an alarm will sound.
 Warning:  
• the times must be set before the start of baking.
• �delayed cooking feature is not available for cooking 

with grill modes: 

 

 

 

THE CLOCK • �Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough times to 
illuminate the icon SETTING THE CLOCK

• ��Set the corect time using the < and > keys.
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.

It allows you to set the corect time that 
appears on the display.

The oven cannot be started without  
the set time.

CHILD
SAFETY

LOCK

 
• �Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the icon CHILD SAFETY LOCK.

• �Press the < or > button to activate this function
• �The display will show ON
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.

• ��Press the button 

11 12 13 14 15

16 17 18 19

20

  12  
FUNCTION enough times 
to illuminate the icon CHILD 
SAFETY LOCK 

• �Press the < or > button to 
deactivate this function

• �The display will show OFF
• ��Confirm by pressing 

11 12 13 14 15

16 17 18 19

20

 13.

If the function is active only the 
FUNCTION 

11 12 13 14 15

16 17 18 19

20

 12  button, to deactivate 
the function and ON/OFF button 

11 12 13 14 15

16 17 18 19

20

 11  
can be used.

This function is useful when there are children in 
the house.
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Description of programs
FUNCTION HOW TO USE HOW TO DEACTIVATE WHAT IT DOES NOTES

MINUTE
MINDER

 

• ��Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the right icon.

• �Set the time using the < and > keys. 
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.
• �The display shows 00:00 if no time has been 

inserted, otherwise the display shows the 
current time.

• �After the set time has elapsed, 
a sound signal will sound. This 
signal will stops himself, but 
can be stopped immediately 
by pressing any button.

• �To stop the countdown, 
adjust the time to 0:00, same 
as the first setting.

This function activates an alarm that 
sounds for a few seconds when the set 
time expires. This function does not 
switch the oven off. During the process, 
the display shows the current time.

Allows you to use the oven as an minute minder. 
The timer functions regardless of whether the 
oven is switched on for baking.

COOKING
DURATION

 

• �Can only be set with an active cooking 
programme 18 .

• ����Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the icon COOKING 
DURATION.

• �Set the time using the < and > keys. 
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.
• �The display shows 00:00 if no cooking duration 

has been inserted, otherwise the display shows 
the time remaining.

• �When a cooking programme 
terminates, the oven 
switches off.

• �To modify cooking before 
the set time, proceed as 
when setting it up initially.

• �To cancel the cooking 
duration, reset the display 
to 00:00 or use ON/OFF 
button 

11 12 13 14 15

16 17 18 19

20

 11.

When the cooking time has finished, the 
oven automatically switches off and the 
alarm sounds for a few seconds.

When a cooking programme terminates, the 
oven switches off while the display shows END 
(the cooking programme icon remains on) until 
the On/Off button 

11 12 13 14 15

16 17 18 19

20

 11, the only functioning 
key, is pressed. When a cooking programme 
terminates, an alarm will sound.

END OF
COOKING 

 

• �Can only be set with an active cooking 
programme 18 .

• �Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the icon END OF COOKING.

• �Set the end of cooking time using  
the < and > keys.

• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.
• �The cooking duration is automatically 

calculated and displays.

• �At the set time, the oven 
switches itself off.

• �If you want to adjust the 
cooking time before it 
ends, proceed as when 
setting it initially.

• �To switch off the oven 
manually, set the time to 
00:00 or use the ON/OFF 

11 12 13 14 15

16 17 18 19

20

 11 button.

This function is usually used, for 
example, if the food must be cooked for 
45 minutes and must be ready at 12:30. 
Select the desired function, set the 
COOKING TIME to 45 minutes and the 
END OF THE COOKING time to 12:30. 
The oven switches itself on at 11:45, 
at the end of the set cooking time the 
oven switches off automatically and an 
acoustic signal sounds.

When a cooking programme terminates, the 
oven switches off while the display shows END 
(the cooking programme icon remains on) until 
the On/Off button 

11 12 13 14 15

16 17 18 19

20

 11, the only functioning 
key, is pressed. When a cooking programme 
terminates, an alarm will sound.
 Warning:  
• the times must be set before the start of baking.
• �delayed cooking feature is not available for cooking 

with grill modes: 

 

 

 

THE CLOCK • �Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough times to 
illuminate the icon SETTING THE CLOCK

• ��Set the corect time using the < and > keys.
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.

It allows you to set the corect time that 
appears on the display.

The oven cannot be started without  
the set time.

CHILD
SAFETY

LOCK

 
• �Press the button 

11 12 13 14 15

16 17 18 19

20

  12  FUNCTION enough 
times to illuminate the icon CHILD SAFETY LOCK.

• �Press the < or > button to activate this function
• �The display will show ON
• �Confirm by pressing OK button 

11 12 13 14 15

16 17 18 19

20

 13.

• ��Press the button 

11 12 13 14 15

16 17 18 19

20

  12  
FUNCTION enough times 
to illuminate the icon CHILD 
SAFETY LOCK 

• �Press the < or > button to 
deactivate this function

• �The display will show OFF
• ��Confirm by pressing 

11 12 13 14 15

16 17 18 19

20

 13.

If the function is active only the 
FUNCTION 

11 12 13 14 15

16 17 18 19

20

 12  button, to deactivate 
the function and ON/OFF button 

11 12 13 14 15

16 17 18 19

20

 11  
can be used.

This function is useful when there are children in 
the house.
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IV. OVEN CLEANING AND MAINTENANCE
The lifecycle of the appliance can be extended through regular cleaning. Wait for the oven 
to cool before carrying out manual cleaning operations. Never use abrasive detergents, 
steel wool or sharp objects for cleaning, so as to not irreparably damage the enamelled 
parts. Use only water, soap or bleach-based detergents (ammonia).

GLASS PARTS
It is advisable to clean the glass window with absorbent kitchen towel after every use of 
the oven. To remove more obstinate stains, you can use a detergent-soaked sponge, well 
wrung out, and then rinse with water.

OVEN WINDOW SEAL
If dirty, the seal can be cleaned with a slightly damp sponge.

ACCESSORIES
Clean accessories with a wet, soapy sponge before rinsing and
drying them: avoid using abrasive detergents.

DRIP PAN
After using the grill, remove the pan from the oven. Pour the hot fat into a container and 
wash the pan in hot water, using a sponge and washing-up liquid.
If greasy residues remain, immerse the pan in water and detergent. Alternatively, you can 
wash the pan in the dishwasher or use a commercial oven detergent. Never put a dirty pan 
back into the oven.

PYROLYSIS
The oven is equipped with a pyrolyser cleaning system, which destroys food residues at 
high temperature. The operation is carried out automatically by means of the programmer. 
The resulting fumes are rendered “clean” by passing over a Pyrolyser wich starts as soon 
as cooking begins. As very high temperatures are required by the Pyrolyser, the oven door 
is fitted with a safety lock. The pyrolyser can be stopped at any time. The door cannot be 
opened until the safety lock is displayed.

NOTE: If a hob has been fitted above the oven, never use the gas burners or the electric hot-
plates while the Pyrolyser is working, this will prevent the hob from overheatin.

TWO PYROLYTIC CYCLE ARE PRE-SET:
ECO: Cleans a moderately stained oven. Operates for a period of 90 minutes.
SUPER: Cleans a heavily stained oven. Operates for a period of 120 minutes.

Tip: Carrying out Pyrolytic cleaning immediately after cooking allows you to take 
advantage of residual heat, thus saving energy.

Before executing a pyrolytic cycle: 
•	 Remove all the accessories from the oven because they are not able to tolerate the high 

temperatures used during the pyrolytic cleaning cycle ; in particular removing grids, side 
racks and the telescopic guides (refer to the chapter Removal and cleaning of the lateral 
wire grids). In ovens with meat probe it is necessary to remove the probe, before making 
the cleaning cycle.
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•	 Remove any large spillages or stains as it would take too long to destroy them. Also 
excessively large amounts of grease could ignite when subject to the very high 
temperatures of the Pyrolytic cycle.

•	 Remove large or coarse food residues from the inside of the oven using a damp sponge. 
Do not use detergents.

•	 Close the oven door. 
•	 Do not place tea towels.

WARNING: Never use commercially available cleaning products on a Pyrolytic oven!

Using the pyrolitic cycle:
1.	 �Press the button 

11 12 13 14 15

16 17 18 19

20

  14  FUNCTION enough times to illuminate the icon  
PYROLYSIS 

 

. On the display, appears the indication ECO or SUP. The preset time is 90 
min, this can be varied from 90 min (Eco mode) to 120 min (Sup mode) via the setting 
buttons < or >. If the oven is very dirty, it is recommended increase the time to 120 min, 
if the oven is moderately dirty reduce the cleaning cycle time to 90 min.

2.	 �It is possible to defer the start time of the pyroclean cycle by changing the END time via the 
programmer.

3.	 �After few minutes, when the oven reaches a high temperature, the door locks 
automatically. The pyroclean cycle can be stopped at any time by pressing a ON / OFF 
button 

11 12 13 14 15

16 17 18 19

20

 11.
4.	 �Once the pyroclean cycle is finished, the pyrolysis will switch off automatically. On the 

display appears the indication END and the door will not unlock until the oven cools down.
5.	 �You can switch off the oven using the ON / OFF button 

11 12 13 14 15

16 17 18 19

20

 11, but if the temperature is 
still high, the indication 0--n will appear to inform that the door is locked.

WARNING: Before handling the appliance, make sure it has cooled down. Take extra 
care with all hot surfaces as there is a risk of burns.
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MAINTENANCE

Removal of the oven window
1. Open the oven door 1 .
2. Open the clamps of the hinge housing on the right and left side of the front window by pushing 

them downwards 2 .
3. Replace the door.
4. Put the door back by performing the procedure in reverse.

LOW -ELOW-EPYROPYRO
1

2

3

2

7

4 5

1

6

3

Removal and cleaning of the glass door
1. Open the oven door 1 .
2. Unscrew the screws on the side of the door 3  and remove the upper metal cover by 

pulling it towards 4 .
3. Remove the glass, carefully extracting it from the oven door 5 .
4. At the end of cleaning or substitution, reassemble the parts in reverse order. On all 

glass, the indication Pyro / LOW-E must be legible and positioned on the left side of 
the door, close to the left-hand lateral hinge. In this way, the printed label of the first 
glass will be inside the door.

LOW -ELOW-EPYROPYRO
1

2

3

2

7

4 5

1

6

3
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Removal and cleaning of the lateral wire grids
1. Remove the wire guides by pulling them in the direction of the arrows (see figure below).

Note: The left and right grids have a reverse extraction procedure.
2. For the left grid, pull out the front part halfway, then pull out the back part all the way, 

and then you can remove the grid. For the right grid, pull out the back first.
3. To clean the wire grids either put them in the dishwasher or use a wet sponge, 

ensuring that they are dried afterwards.
4. After the cleaning process install the wire racks in reverse order.

WARNING:   if the wire grids are equipped with telescopic extensions, they must 
be remowed before putting them in the dishwasher. Telescopic extensions are not 

dishwasher safe.

300 ml

1+3

2

2

2

2

1+3

A

B

A

A

A

B

A

A

B

Changing the bulb
This product contains a light source of energy efficiency class G. 
1. Disconnect the oven from the mains supply.
2. Unscrew the glass cover and the bulb. Replace it with a new bulb of the same type.
3. Once the defective bulb is replaced, replace the glass cover.
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V. TROUBLESHOOTING

PROBLEM POSSIBLE CAUSE SOLUTION

The oven does not heat up The clock is not set Set the clock

The oven does not heat up A cooking function and 
temperature has not been set

Ensure that the necessary 
settings are correct

No reaction of the touch 
user interface

Steam and condensation on 
the user interface panel. 

Clean with a microfiber cloth 
the user interface panel to 
remove the condensation layer

VI. INSTALLATION

A  �If the mounting of the plinth does not allow air circulation, to obtain the maximum 
performance of the oven it is necessary to create an opening of 500x10mm or the 
same surface in 5.000 mm2.

B  �Create an opening min. 460 mm x 15 mm.
C  �If the furniture is coverage at the back part, provide an opening for the power supply cable.
D  �Plug the appliance into a grounded, separate socket protected by a 13 A circuit 

breaker and a 3x2.5mm2 supply wire.
E  �After connection and insertion, the oven must be fixed in the holes 8  with the two screws.
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VII. TECHNICAL DATA
•	 Technical information can be found on the type plate inside the appliance  

(or on its back side) and on the energy label.
•	 “Information Sheet” and “Directions for Use” can be downloaded at:  

www.etasince1943.com.
•	 QR code on the energy label supplied with the appliance provides a web link to  

information concerning the specification of this appliance in the EU EPREL database.
•	 Keep the energy label together with user manual and all other documentation supplied 

with this appliance.
•	 The same information in the EPREL database can also be found at:  

https: //eprel.ec.europa.eu
•	 The model name (product number) can be found on the type plate of the appliance and 

also on the energy label supplied with the appliance.
•	 We reserve the right to change technical specifications.

VIII. CUSTOMER CARE AND SERVICE 
•	 Always use original spare parts.
•	 When contacting our authorised service or information line, make sure you have the 

following information available: the model name (product number) and serial number (SN).
•	 This information can be found on the type plate (or on a separate label near it).
•	 Original spare parts for particular selected components of the product are available 

at least 7 or 10 years from the launch of the last piece of the appliance on the market 
(depending on the type of the component). 

•	 The manufacturer provides standard legal warranty for the appliance for a period of 24 months. 
•	 For more information regarding service and purchase of spare parts, visit our website: 

www.etasince1943.com/support
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